
Ball Valves
Virgo Low Temperature Ball Valves

Engineered reliability from design to delivery.



Cryogenic Ball Valves are suitable for applications in LNG 
Storage & Transportation, Liquid Ammonia Systems, Air 
Separation plants and many others.

Virgo’s Cryogenic Ball Valves are available in the size range 
of ½”48”, in pressure class  ASME # 150 to ASME #2500. 
These valves are engineered as per international 
standards to achieve leak tightness at cryogenic 
conditions (-196°C / -321°F), ensuring smooth 
performance of the system and safety at work place.

State-of-the-art manufacturing technologies, 
m o d e r n q u a l i t y m a n a g e m e n t m e t h o d s a n d 
competent ERP system ensure efficient production 
process resulting in consistent high quality standards 
over large quantities of valves.

Virgo Valves are designd and manufactured using 
the latest engineering softwares and tools like Pro/ 
Engineer® for 3D CAD, ANSYS® for finite element
analysis & Windchill® for project management.

During this period, Virgo established its presence in
India, USA, Middle East, Far East, and Europe. Today, 
Virgo is a true multinational company with 
manufacturing  plants in India, Italy and USA, sales 
office in 8 countries and customer in over 75 
countries.

In a short period of 27 years, Virgo Group of
companies has gained a position of prominence in the
field of process ball valves, pipeline ball valve and
automation systems for a host of applications in
chemical, petrochemical, oil & gas, fertilizer and
pharmaceutical industries.

About Us



Dimensional Details

Floating Ball Valves (Three Piece)

Note:
Ÿ H = 250mm minimum for non Cold box applications
Ÿ For Cold Box applications H will be as per BS 6364 Table 1
Ÿ All Dimensions are in mm
Ÿ For + marked dimensions, consult Virgo
Ÿ * End connections can also be supplied with SWE  

Virgo’s Cryogenic Floating Ball Valves are available with 
different end connections as Flanged RF,  Flanged RTJ, Butt 
Welded End and Socket Welded End.  

Floating Ball Valves (Two Piece)
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Virgo’s Cryogenic Trunnion Ball Valves are available with different end 
connections as Flanged RF,  Flanged RTJ.  Butt Welded End and Socket 
Welded End.  

Note:
Ÿ H = 250mm minimum for non Cold box applications
Ÿ For Cold Box applications H will be as per BS 6364 Table 1
Ÿ All Dimensions are in mm
Ÿ For + marked dimensions, consult Virgo

Trunnion Ball Valves

Dimensional Details
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Floating Ball Valves (Two Piece)

Product Information

Trunnion Ball Valves
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